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The  MILES  laser  transmitter  is  a  gallium  arsenide  (GaAs)  laser  system 
which  emits  pulse  modulated  radiation  at  a  wavelength  of  900  nm.  The  use  of 
this  device  necessitates  a  high  probability  of  intrabeam  ocular  exposure.  An 
understanding  of  the  ocular  effects  of  the  MILES  laser  is  required  so  that  its 
safe  use  can  be  assured.  Because  the  MILES  laser  is  a  pulse  modulated  device, 
the  additivity  of  effect  for  repetitive  pulse  exposure  was  evaluated.  The 
ED^  s  for  the  production  of  retinal  lesions  by  repetitive  pulse  exposure  were 
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20.  continued 

determined  for  Nd:YAG  lasers  at  pulse  repetition  frequencies  (PRF)  of  10  and 
1000  Hz,  for  a  frequency  doubled  Nd:YAG  laser  (532  nm)  at  a  PRF  of  10  Hz,  for  an 
Er:YLF  laser  (850  nm)  at  a  PRF  of  10  Hz,  and  for  a GaAs  laser  (860  nm)  at  a 
PRF  of  120  kHz.  Exposure  durations  ranged  from  20  ns  (single  pulse)  to 
1000  s,  and  the  number  of  pulses  per  exposure  ranged  from  1  to  960j^yg0.  In  all 
cases  it  was  shown  that  the  ED  per  pulse  for  N  pulses  equaled  N  times  the 
ED  for  a  single  pulse.  The  EU  s  for  the  production  of  retinal  lesions  were 
determined  for  several  wavelengths  from  532  nm  to  1330  nm.  It  was  shown  that 
the  ED^  for  Er:YLF  laser  irradiation  at  850  nm  was  reduced  when  compared  to 
the  ED^qS  for  Ruby  laser  irradiation  (69^.3  nm)  and  Nd:YAG  laser  irradiation 
(1064  nm).  An  explanation  was  sought  for  a  subtle  retinal  effect  called 
"retinal  clouding"  Induced  by  exposure  to  low  level  GaAs  laser  Irradiation. 
Histopathological  evaluation  of  exposed  retinal  tissue  did  not  provide  the 
explanation.  Parallel  experiments  at  other  agencies  did  not  confirm  the  LAIR 
observation  of  retinal  clouding.  The  ocular  effects  were  studied  of  lasers 
operating  at  infrared  wavelengths  of  reduced  ocular  hazard.  ED  s  for  the 
production  of  corneal  lesions  were  obtained  for  a  NdrYAG  laser  (1330  nm) ,  an 
ERiglass  laser  (1540  nm),  and  a  Ho:YLF  laser  (2060  nm) .  It  was  shown  that  the 
ocular  damage  threshold  for  lasers  emitting  at  wavelengths  greater  than  1400  nm 
can  be  predicted  from  consideration  of  the  optical  absorption  of  physiologic 
saline. 
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ABSTRACT 


The  MILES  laser  transmitter  is  a  gallium  arsenide  (CaAs)  lase;- 
system  which  emits  pulse  modulated  radiation  at  a  wavelength  of 
900  nm.  The  use  of  this  device  necessitates  a  high  probability  of 
intrabeam  ocular  exposure.  An  understanding  of  the  ocular  effects  of 
the  MILES  laser  is  required  so  that  its  safe  use  can  be  assured. 
Fecause  the  MILES  laser  is  a  pulse  modulated  device,  the  additivity 
of  effect  for  repetitive  pulse  exposure  was  evaluated.  The  Eft-QS  for 
the  production  of  retinal  lesions  by  repetitive  pulse  exposure  were 
determined  for  Nd:YAC  laser;?  at  pulse  repetition  frequencies  fopy)  nf 
10  atnl  1 0(on  Hz,  for  a  frequency  doubled  NdtYAC  laser  rim)  at  a 

®RF  of  10  Hz,  for  an  Er;YIiF  laser  (B'jO  nm)  at  a  PRF  of  1o  U;?,  .-ind  Cor 
a  GaAs  laser  (BOO  nri)  at  a  PRF  of  1  ,?0  kHz.  Exposure  durations  rari/’‘''d 
from  OO  ns  ^single  pulse)  to  1000  s,  and  the  number  of  rulscr  p.ri- 
exposure  ranged  from  1  to  Bf)0,000.  In  all  cases  i+  was  shown  tyr>* 
the  ELcj^  per  pulse  for  II  pulses  equaled  '  ‘ines  th<-  f  <?  r  a 

sinele  pulse.  The  EPc^yiS  for  the  production  of  retinal  lerionr  w(  re 
-‘eterm  ln(‘d  for  several  wavelengths  from  BYp  I'.m  to  1  '''■■'  nm.  It  war. 
shown  that  the  for  Er:YLF  laser  LrradiaMon  .at  “BO  nm  wa;; 

reduced  when  compared  to  the  EBi^qS  for  Ruby  l.aser  i  r  ra  i  j  .a  t.  i  on 
(P94.Y  nm)  and  NdtYAG  laser  irradiation  flOB4  nn''.  An  explanation 
was  sought  for  a  subtle  retinal  effect  called  "retinal  clouding" 
induced  by  exposure  to  low  level  GaAs  laser  irradiation. 
Histopathological  evaluation  of  exposed  retinal  tissue  did  not 
provide  the  explanation.  Parallel  experiments  at  other  agencies  did 
not  confirm  the  LAIR  observation  of  retinal  clouding.  The  ocular 
effects  were  studied  of  lasers  operating  at  infr.ared  wavelengths  of 
reduced  ocular  hazard.  ED^qS  for  the  production  of  corneal  le;;  ions 
were  obtained  for  a  Nd:YAC  laser  (IYYo  nm),  an  ’^r:glass  lasi-r 
(1540  nm),  and  a  Ho:YLF  laser  (2060  nml.  Tt  wa.e  .shown  that  tiie 
ocular  damage  threshold  for  lasers  emitting  at  wavelengths  greater 
than  1400  nm  can  be  predicted  from  consideration  of  t.lie  optical 
absorption  of  physiologic  saline. 
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The  MILhS  system  incorporates  the  first  military  laser  device 
designed  with  the  intention  of  subjecting  friendly  personnel  to  laser 
irradiation.  The  use  of  this  device  in  a  training  scenario  will 
necessitate  a  high  probability  of  intrabeam  ocular  exposure  for  a 
large  number  of  trainees.  Thus,  the  stringent  requirement  exists  for 
a  complete  understanding  of  the  ocular  effects  of  the  MILES  laser 
transmitter  so  that  its  safe  use  can  be  assured. 

The  MILES  laser  transmitter  is  a  gallium  arsenide  (GaAs)  laser 
system  with  an  emission  wavelength  of  900  nm.  The  output  consists  of 
a  pulse  amplitude  and  pulse  interval  modulated  train  of  pulses  at  an 
average  pulse  repetition  frequency  (PRF)  of  1^32  Hz.  The  pulse 
duration  is  60  ns.  The  effort  to  delineate  the  ocular  hazard  of  this 
device  has  involved  the  study  of  several  parameters  affecting  the 
interaction  of  laser  radiation  with  ocular  tissue  (l).  These’ 
parameters  included  wavelength,  retinal  image  diameter,  and  exposure 
to  repetitive  pulses.  The  studies  also  included  exposure  of  ocular 
tissue  to  prototype  and  engineering  development  versions  of  the  MTI.E;". 
M-16  transmitter.  . The  studies  resulted  in  a  bet  +  er  understanding  of 
the  dose  required  for  creation  of  an  ophthalmoscopically  visiMe 
retinal  lesion  after  irradiation  by  a  laser  operating  in  the  MIT, EH 
transmitter  mode,  and  also  resulted  in  a  recommendation  for' 
alteration  of  the  provisions  of  AR  40-46  (2)  and  THMEL  2'’9  ('^)  whicti 
govern  the  maximum  permissible  exposure  CmPE)  to  repetitive  pulse 
laser  irradiation  (4).  A  disquieting  result  of  these  studies  was  the 
observation  of  a  subtle  retinal  effect  after  exposure  to  GaAs  laser 
irradiation  at  doses  near  the  MPE.  This  retinal  effect  was  termed 
"retinal  clouding”  (5). 

Our  studies  indicated  that  the  current  safety  standards  might  be 
too  conservative  when  applied  to  the  MILES  laser  transmitter,  and 
that  reevaluation  of  the  standards  was  desirable.  Consequently,  the 
US  Army  Environmental  Hygiene  Agency  provided  a  list  of  data  that 
were  required  before  such  a  reevaluation  could  be  considered  (6). 
The  needed  data  were; 

a.  Threshold  burn  data  from  laser  pulse  trains  lasting  from  10  s 
to  1000  s  at  repetition  rates  from  1  Hz  to  2000  Hz. 

b.  Ultrastructural  damage  data  for  very  short  pulse  duration:! 
(i.e.,  less  than  1  ps  for  near  infrared  wavelengths.) 

c.  Threshold  burn  data  from  lasers  closer  to  the  C.aAs  wavelength 
for  a  variety  of  pulse  rates  and  pulse  train  durations  (i.e.,  PRF 
ranging  ‘’rom  1  Hz  to  3000  FTz  and  pulse  trains  Tasting  from  1  s  to 
1000  s). 


<i.  'Hata  leadin;^  to  an  explanation  of  the  "retinal  cloufiinr" 
effect  from  GaAs  lacer  exposure. 

An  experimental  program  was  designed  to  provide  these  data.  'The 
results  are  reported  here.  Also  reported  are  data  concerning  the 
ocular  effects  of  lasers  operating  in  the  infrared  wavelength  region 
of  reduced  ocular  hazard.  This  report  is  presented  in  four  sections. 

T  -  REPETITIVE  PULSE  LASERS 
II  -  WAVELENGTH  EFFECTS 
III  -  LOW  LEVEL  EFFECTS 
IV  -  REDUCED  OCULAR  HAZARD  LASERS 


T  -  REPRTITIVE  PULSE  LASERS 


INTRODUCTION 

Current  safety  standards  provide  for  a  decrease  in  the  maxirmin 
permissible  exposure  (MPE)  per  pulse  for  exposure  to  repetitive  pulse 
laser  irradiation.  For  laser  pulses  of  duration  less  than  K'  jis,  tin 
degree  of  decrease  is  obtained  by  multiplying  the  single  pulse  i.y 

a  correction  factor,  C^.  Presently,  Cp  is  dependent  only  on  the 
pulse  repetition  frequency  (PRF),  having  a  va"' ue  of  1  at  1  '’c, 

decreasing  to  0.06  at  1000  Hz,  and  remaining  at  0.06  for  all  PDFs 
greater  than  1000  Hz.  Stuck  et  al  (4)  have  provided  evidence  that, 
for  a  broad  range  of  PRFs,  Cp  should  not  be  a  function  of  ^RF,  hut 
should  depend  only  on  the  number  (N)  of  pulses  in  the  exposure.  "’hey 
recommended  a  new  relationship,  C  =  for  the  MPR  derating 

factor  for  repetitive  pulse  exposure.^  This  approach  is  attractive  in 
that  it  is  functionally  identical  to  the  computational  method  known 
as  total  on  time  pulse  (TOTP)  prescribed  for  determination  of  the  EPE 
reduction  factor  for  repetitive  exposure  to  pulse  durations  greater 
than  10  fis.  The  research  reported  here  was  performed  to  extend  the 
data  base  necessary  to  determine  the  correct  form  of  Cp. 

PROCEDURE 

Dose  response  data  were  obtained  for  exposure  to  repetitive 
pulse  trains  ranging  in  duration  from  20  ns  (single  pulse)  to  1000  s. 
The  lasers  used  in  these  experiments  were: 

Laser  Wavelength  PRF  Pulse  duration 


Nd;YAG 

1064 

nm 

10 

Hz 

20 

ns 

NdrYAG 

1064 

nni 

1000 

Hz 

180 

ns 

Nd:YAG 

532 

nm 

10 

Hz 

140 

ns 

Er:YLF 

850 

nm 

10 

Hz 

180 

ns 

GaAs 

860 

nm 

120 

kHz 

600 

ns 

The  10  Hz  Nd;YAG  laser  was  a  flashlamp  pumped,  pockel  cell  Q- 
switched  device.  The  exit  beam  was  nonuniform  in  cross  section, 
therefore  an  external  aperture  was  used  to  select  a  uniform  portion 
of  the  beam.  The  transmitted  beam  was  approximately  gaussian  with  a 
beam  divergence  of  1  mr.  The  1000  Hz  Nd:YAG  laser  was  a  continuously 
pumped,  acousto-optic  0-switched  device.  This  laser  operated  in  the 
TEMqq  mode,  with  a  beam  divergence  of  O.R  mr.  The  frequency  doubled 
Nd:YAG  laser  was  also  a  continuously  pumped  acousto-optic  Q-switched 
device  with  an  intracavity  frequency  doubler.  This  laser  operated  in 
the  TEMqq  mode  with  a  beam  divergence  of  1  mr.  The  Er:Y1iF  l.anei-  was  a 
flashlamp-pumped,  pockel  cell  0-switched  device  operating  in  the 
TEMqq  mode.  The  beam  divergence  was  0.7  mr.  Each  of  the  lasers 
produced  a  beam  diameter  of  3  mm  at  the  cornea.  The  GaAs  las^’C  was  /i 


f  ■  p(' f  "(i  'it  li'iiji'i  nitrof'pn  tf’i-  p<  ^  ^ 

c1i'ir.'ict<'r' st  icr.  oi'  the  l.-ir."”  aro  fully  il''‘ -i  i  1  i-u  l ;;  ' 

?ho  exposure  configuration  was  similar  for  all  ]a:-t-rr.  ^riy-ur-' 
1).  A  (iiohroLC  boa  m  r.  pi  i  t  ter  ha  vi  jvt  hit’ll  reflectivity  a+  the  ln;-e-- 
waveleny^th  and  hifth  visual  transni ttance  directed  the  las’-'!-  hear  irt  ' 
the  eye  of  the  monkey  while  permitting  continuous  viewinp  e  ■'  *hf 
exposure  site  via  fundus  camera.  The  mirror  and  fundus  camera  wr’ 
aligned  so  that  the  laser  beam  passed  through  the  ceri-^er  of 
ocular  pupil  and  coincided  with  the  camera  crosshairs  at  the  retina, 
thus  facilitating  selection  and  location  of  the  exposc.re  site, 
constant  proportion  of  the  beam  energy  was  diverted  into  a  reference 
detector  for  dosimetry.  The  energy  at  this  detec'-.or  was  correla  +  er.; 
to  the  energy  entering  the  eye  by  placing  a  calibrated  Ilf  if  '^PO 
radiometer  at  the  eye  position  and  determining  the  ratio  of  the 
energy  received  by  the  two  detectors.  The  exposure  dura*- ion  v;as 
controlled  by  an  electronic  shutter,  and  neutral  density  filters  were 
used  to  attenuate  the  beam  energy  to  the  desired  exposure  level. 

The  animals  used  in  these  experiments  were  rhesus  monkeys.  '^he 
animals  were  anesthetized  and  the  ocular  pupils  dilated,  '"no  eye  per- 
animal  in  4  to  6  animals  were  exposed  to  determine  eac’-.  ^or 

exposures  of  10  s  or  longer,  the  eyes  were  in  mob:  1  i  by  a 

retrobulbar  injection  of  lidocaine.  The  eye  was  held  open  by  a  lid 
speculum  during  exposure,  and  corneal  clarity  maintained  by  poricdic 
irrigation  with  normal  saline.  For  exposure  durations  of  10^  s  or 
less,  2^  to  16  exposures  were  placed  in  a  rectangular  array  in  the 
extramacular  retina,  including  one  row  of  marker  burns  for  subsenuent 
location.  Only  four  1000  s  exposures  were  attempted  at  any  one 
session  because  of  difficulty  in  maintaining  corneal  clarity.  '^he 
exposure  sites  were  examined  via  ophthalmoscope  1  h  after  exnnsure. 
The  criterion  for  retinal  damage  was  the  observation  of  a  lesion  at 
this  examination.  The  data  of  100  to  150  exposures  were  evaluated  by 
probit  analysis  to  determine  the  for  each  exposure  condition. 

The  is  defined  as  that  dose  having  a  probability  of 

producing  a  criterion  response. 
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ocular  exposure  to  repetitve  pulse  laser  irrail iat ior  ari-  pt 


■a  *■ ' 


Tables  l-b.  In  these  tables,  the  foilowinp;  definitions  appiy; 


PRF  =  pulse  repetition  frequency 
t  =  duration  of  each  pulse  in  the  train 
=  total  exposure  duration 
N  =  number  of  pulses  per  exposure  (N  =  PRF  x  T) 

FPi^q  =  RPc;p)  expressed  as  total  intraocular  energy  (TIF)  per 
exposure 

EDciQ/puise  =  EDi^q  expressed  as  TIE/pulse 
(EPc^n/puise  =  RDcq/N) 

limits  =  confidence  limits  for  the  FPiro/puise 


TABLE  1 

Nd:YAG-1064  nm 


I  AIU.K  J 


Frequency  DoulrIctI  N<I:YA(:  -  532  nm 
PRF=10H/  t=140ns 


Fr:  YLF  -  850  nm 
PRF=10H/.  t=180ns 


<;aAs  -  860  nm 

PRF=120Hz  t=S00ns 


T>iorg  (iatfl  arp  shown  in  graphic  form  in  ''iguro;- 
prespnt  the  RPc^Q/pulse  an  a  function  of  N. 
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nSCUFlPION 

stuck  et  al  (4)  gathered  from  the  literature  all  available 
ocular  damaf^e  threshold  data  for  repetitive  pulse  exposures.  ''^rom 
these  lata,  an  empirical  relationship  was  derived  which  equated 
'■"Sk^q/p  ul  sp  in  a  pulse  train  to  the  for  a  single  pulse  and  t*^e 

number  of  piiises  in  the  pulse  train.  The  relationship 

ra^Q/pulse  = 

(where  V.  is  +he  blfciQ  for  a  single  pulse  of  duration  t)  is  valid  l‘o  r 
all  of  the  repetitive  pulse  data  examined.  However,  no  data  existed 
for  large  "  or  for  long  exposure  durations.  The  experiment  reported 
herein  extended  the  data  base  to  include  data  for  long  exposures  .and 
large  N.  It  is  evident  that  the  empirical  relationship  continued  to 
be  valid  for  T  =  1000  s  and  N  =  960000  pulses. 

It  must  be  noted,  however,  that  all  the  data  used  to  derive  the 
empirical  relationship  and  all  the  repetitive  pulse  data  reported 
herein  were  generated  with  the  laser  beam  collimated  to  produce  a 
minimal  retinal  irradiance  diameter.  Recently,  Greiss  et  al  (ft)  have 
reported  data  concerning  the  effects  of  ocular  exposure  to  repetitive 
pulse  Nd:YAG  and  frequency  doubled  NdrYAG  laser  irradiation.  Their 
data  for  minimal  spot  irradiation  agree  well  with  the  datra  of  this 
report.  They  also  reported  data  for  large  retinal  irradiation 
diameter  exposure  which  show  a  different  relationship  between  ihe 
ED^Q/pulse  and  the  number  of  pulses.  Those  data,  in  fact,  indicate 
that  the  ET^Q/pulse  for  large  retinal  irradiance  diameter  is  a 
constant,  independent  of  the  number  of  pulses  in  the  exposure.  A 
second  set  of  data  for  large  retinal  irradiance  diameter  exposure  to 
repetitive  pulse  lasers  has  been  reported  by  Walkenbach  (G'l.  '-'is 

data,  in  direct  contradiction  to  the  data  of  Greiss  et  al  (P-, 
indicate  that  the  ED^Q/pulse  equals  1 /N  times  the  EPi^p,  for  a  single 
pulse.  The  large  retinal  spot  dose  response  data  are  shown  in 
Figure  3-  It  must  be  concluded  that  the  pulse  additivity  effects  for 
large  retinal  irradiance  diameter  exposure  are  as  yet  undetermined. 


II  -  WAVELENGTH  EEyEE’: 


INTROPUCTION 

The  ETLEP  GaAs  tran^rfiitter  emits  at  '"lOO  nn,  a  w  r-.  v  e  1  enp  t  h  f';j- 
which  little  bioeffects  data  exist.  '"he  nn  and  '-L'  nr  '  a  *  a 

presented  in  PEGTION  I  of  this  report  are  th'.-  eniy  avrilalle  ‘  a 
concerninp  the  EPt-,-,  for  laser  induced  ocular  dannpe  V-e  y  • 

wavelenfTths  of  700  nm  and  1000  nm.  One  is  therefore  conpeil.-i 
estimate  the  EP^q  for  ocular  damage  at  OOO  nm  by  conniderii'/’  the  dat.': 
obtained  at  other  wavelengths.  For  this  purpose,  dose  response  dr'.-t'o 
for  ocular  exposure  to  laser  irradiation  have  been  obtained 
wavelengths  of  ^72  nm,  fiOO  nm,  h04  nm,  P50  nn,  1064  nm,  and  1  nr.. 
These  data  have  a  common  genesis  in  that  all  were  obtained  for  sing'!'":' 
short  p\ilse  exposure  in  the  extramacular  retina,  all  dosir'.e'''.ry  an  i 
beam  characterizations  were  performt'd  by  one  i  nd  i  v  i  i  ".a  I  ,  and  all 
exposure  placements  and  damage  determinations  were  performed  by  cne 
individual. 

PROCEPURF 

The  612  nm,  BSC  nm,  and  1064  nr.  data  are  tt’.ose  ’'ejrort'.  d  in 

PFGTTON  I  for  single  pulse  exposure  to  the  frequency  doubled  ''itYAG, 
the  Er:YLF,  and  the  1000  Hz  NdtYAG.  The  60d.t  data  were  cV  tained 
with  a  Q-switched  ruby  laser  having  a  pulse  durrtf'.o::  rf  r.s.  ""he 
details  of  that  experiment  are  reported  in  refereno(-  1  o.  The  1 ''YO  nm 
data  were  obtained  with  a  NdtYAG  laser  modified  to  emit  the  I'i^l'^  and 
1  nm  lines  available  from  that  material.  I'b.o  f-^0  ps  pulse 

duration  of  the  ll^YO  nm  laser  was  longer  than  for  the  other  lasers 
employed  herein.  A  full  description  of  the  l^'^O  nn  NdtYAG  experiment 
is  included  in  SECTIQN  IV  of  this  report.  The  600  nm  d.at.a  were 
obtained  with  a  flashlamp  pumped  Rhodamine  6G  dye  laser,  '"he  pulse 
duration  of  that  laser  was  400  ns,  the  beam  divergence  was  ,''.5  nr. 
and  the  beam  diameter  at  the  eye  was  4  mm.  The  exnosure 
configuration  was  essentially  the  same  as  that  shown  in  Figure  1. 
Animal  handling,  exposure  placement,  and  dnt.a  col  1  €“0  ti  O':  .nr.  ' 
processing  were  ns  described  in  OEGTTON  T, 
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rksult:-^ 


I  "'i.  le  .'inii  Fi'-uro  present  the  datn  fron  thepp  p-.<  ne '-i  i-'.  i  n  t:-,. 

\  TABLK  6 


Wavelength  Dependence  of  f'Ujo 


La.<>er 

Wavelength 

(nm) 

Pulse  Duration 

95“v  liinifs 

Nd:YAG 

532 

140  ns 

2.8  n] 

2, 5-3.1 

R6(;  Dve 

600 

400  ns 

5.2  pj 

4. 3-6, 2 

RUBY 

694.3 

20  ns 

17.5  ^} 

Er:YLF 

850 

180  ns 

12.0  gj 

9,5-15.1 

NdYAc; 

1064 

20  ns 

99.0  mJ 

83-120 

Nd:YAC; 

1318&1338 

650  fis 

356.0  mj 

323-392 

i. 

i 

I 

I 

! 

f 


It  is  evident  that  there  is  a  dip  in  the  in  the  to 

nn  ref'ion  (Pi^nre  6);  that  is,  the  at  fRPO  nm  is  lower  th  -'i 

■••he  expected  value  obtained  by  interpolation  betweer:  ^‘^4.''  nn  ’in' 

1  Pr4  nn.  This  dip  is,  however,  based  on  a  single  data  point,  wtC' 
leaves  doubt  about  its  validity.  Two  other  sets  of  data  exist,  wtu'”: 
tend  to  confirm  the  decreased  near  BSO  nm.  Ham  et  al  ft''' 

determined  the  Pft^Q  for  retinal  damage  for  exposure  to  narrow  i'and 
filtered  radiation  from  a  xenon  lamp  at  several  wavelengths  fi-or’i 
450  nm  to  B60  nm.  The  exposure  duration  for  that  cxperineiit.  wav. 
100  s,  and  the  retinal  irradiance  diameter  was  500  p.  "hese  data  .are 
also  shown  on  Figure  6.  The  are  considerably  higher  than  th.^se 

obtained  for  the  laser  exposures  as  would  be  expected  hecau.se  of  tVic 
difference  in  exposure  parameters.  However,  the  data  reported  by  Ham 
et  al  (11)  do  show  a  reduction  of  RDt^o  corresponding  to 

the  depression  at  B50  nm  for  the  laser  exposures.  Another  e.stimate 
of  the  EDcq  at  850  nm  can  be  obtained  from  the  1  ?0  kHz  GaAs  data  in 
Table  5.  ’if 

ED^q/puIsb  =  ED^^Csingle  pulse)  x  H”  ‘ 

for  those  data,  then  the  for  a  single  pulse  must  be  8  pj.  Again, 

this  implies  a  reduced  Verification  of  the  wavelength 

dependence  of  in  this  spectral  region  will  require  detei'n  i  nati  on 

of  the  FD^q  at  several  wavelengths  between  700  nm  and  1 OOO  nm. 

The  significance  of  the  wavelength  dependence  of  PHt::,g  is  shown 
in  Figure  7,  which  compares  the  bioeffects  data  to  the  M^P  as 
provided  by  TBMRD  ?79.  TBMED  270  determines  the  MPF,  for  wavelengths 
between  700  nm  and  IO6O  nm  by  application  of  the  factor  0^  which  i  a 
straight  line  interpolation  on  a  sem  iloga  ri  thn  i  c  sc.ale.  mv, ;  p 
wavelength  dependency  is  compared  to  the  ocular  damage  th resi  o  1  d s  I'-c- 
6045  nm,  880  nm,  and  1060  nm  (Figure  7).  It  c.an  be  seen  t.Viat  the 
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F.afety  r.'-.andarl  ovorestimatfr.  the  damafie  thrf-r.ha!  !  a*.  '  f  r/  ,  ‘ 

ia,  tVie  at  MSO  nm  i.s  lower  than  predieted  fron  the  i-fr-'i  ie  ‘  '  i  ! 

interpolation  from  the  at  ‘''‘44^  nm  to  the  ''hi-;-,  at  1  'it'i  n'l.  tr,  a 

renult,  the  safety  margin  at  Shf'  nm  is  lower  tVian  that  at  1  'ft:  ;a'.  iy 
a  factor  of 

The  preceding  sections  have  described  the  additivity  effects  of 
repetitive  pulse  laser  exposure  and  reported  ocular  dana,i»p  threshold 
measurements  for  laser  wavelengths  near  the  GaAs  laser  emission 
wavelength.  A  relationship  between  the  Efr^^/pulse  and  the  number  of 
pulses  in  the  exposure  has  been  obtained  and  verified,  resulting  in  a 
recommendation  that  TBMED  279  be  modified  by  setting  the  repetitive 
pulse  factor  It  has  been  shown  that  TBMED  279  provides  a 

reduced  safety  margin  at  850nm  as  compared  to  the  safety  margin  at 
700  nm  and  1060  nm.  Figure  8  compares  the  emission  energy  of  the 
MILES  M~16  transmitter  to  pertinent  biological  data,  to  the  as 

determined  from  the  current  provisions  of  TBMED  2'^9,  and  to  the  M?E 
as  determined  by  setting  Cp=  N”  The  MILES  M-l6  transmitter  data 

points  are  the  energy/near-miss-pulse  for  M=1 52  (single  round)  and 
for  N=720  (full  clip,  automatic  mode).  The  production  model  M-16 
transmitters  are  reported  to  have  greater  pulse  energy  than  the 
engineering  development  model  evaluated  at  LAIR  (12).  In  all  cases, 
the  pulse  energy  of  the  M-16  transmitter  are  at  or  above  the  t'PE 
determined  by  either  method.  However,  a  safety  margin  of  40  is 
indicated  between  the  MILES  laser  output  and  the  best  available- 
ocular  bioeffects  data. 
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III-LOW  LRVRL  FFFECTS 


IMTRODUCTION 

LAIR  investigators  reported  the  observation  of  a  subtle'  retirial 
alteration  after  exposure  to  repetitive  pulse  GaAs  laser  irradiation 
at  doses  considerably  below  the  estimated  These  alterations, 

which  were  called  "retinal  cloudinp"  (l'),  did  hot  have  the  arpearnnci- 
of  a  typical  retinal  lesion,  but  rather  created  the  impression  of  a 
slight  difference  of  reflectivity  at  the  exposure  site.  They  were 
observed  visually,  via  fundus  camera  or  ophthalmoscope.  A11  effo’ts 
to  photograph  the  alterations,  using  standard  color  or  monochrome 
film,  fluorescein  angiography,  and  spectrally  resolved  photorrariiy 
were  negative.  Visual  observation  of  the  alterations  can  be  tenuous, 
as  demonstrated  in  a  blind  experiment  performed  at  I/AIR.  One 
investigator  placed  four  GaAs  laser  exposures  in  a  well-defined,  area 
of  a  clear  rh.esus  retina,  and  carefully  marked  the  exposure  site:-,  on 
a  fundus  photograph.  He  observed  clouding  at  all  four  exposure 
sites.  Three  other  observers  were  directed  to  the  exposed  area  of 
the  retina  and  given  unmarked  fundus  photographs  upon  which  to  record 
their  observations.  None  of  these  observers  were  able  to  locate 
correctly  any  of  the  exposure  sites.  When  given  the  exact  location  of 
the  exposures,  one  observer  saw  clouding  at  two  of  the  sites,  '"he 
other  observers  saw  nothing.  The  10  W  MILES  prototype  laser  was  used 
in  this  experiment. 

In  a  further  effort  to  understand  the  nature  of  the  retinal 
clouding  phenomenon,  histological  evaluation  of  retinal  tissue 
exposed  to  the  GaAs  laser  was  performed  by  using  light  and  electron 
microscopy. 

PROCEDURE 

Rhesus  monkeys  were  used  in  this  experiment.  The  animals  were 
anesthestized  in  preparation  for  the  exposures  and  the  pupils 
dilated.  Marker  lesions  were  placed  in  the  retina  with  a  Nd:YAG 
laser  to  facilitate  location  of  the  GaAs  exposure  sites.  ""he  laser 
source  for  the  GaAs  exposures  was  MILES  ED  M-16  transmitter  SN  ?G. 
Each  exposure  consisted  of  repeated  rounds  with  minimum  delay  between 
rounds,  producing  an  essentially  continuous  pulse  train.  The  number 
of  rounds  per  exposure  ranged  from  10  to  100.  The  duration  of  a 
single  round  was  about  0.5  s.  Thus  the  exposure  durations  ranged  from 
5  s  to  50  s.  The  animals  were  sacrificed  two  hours  after  exposure 
and  both  eyes  enucleated.  The  eyes  were  fixed  by  immersion  at  room 
temperature  in  3%  glutaraldehyde  in  0.1  m  phosphate  buffer. 
Processing  of  tissue  for  light  and  electron  microscopy  was  done  in 
the  usual  manner  with  embedding  in  epon/araldite. 
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Turing  retinal  tissue  dissection,  a  block  ccntainine  a  100  round 
exposure  site  was  placed  on  edge  and  viewed  in  cress  section.  A 
noticeable  opacity  in  the  photoreceptor  layer  at  the  exposure  site 
was  observed.  Subsequent  light  and  electron  microscopy  did  not  show 
any  obvious  tissue  or  cellular  morphological  differences  v;heri 
compared  to  unexposed  control  tissue.  This  opacity  could  have  been 
due  to  differences  in  the  density  of  tissue  fluids  at  the  exposeil 
site  with  no  detectable  cellular  altera tions  at  these  levels  of 
investigation.  Light  photomicrographs  showed  no  significant 
differences  between  exposed  and  control  areas  for  all  samples  of 
tissue.  Electron  microscopy  showed  no  discernible  cell  or  organelle 
changes  at  the  exposure  sites.  Preparation  and  fixation  artifacts, 
such  as  vacuoles  in  the  pigment  epithelium  and  swollen  mitrochondria, 
were  seen  in  samples  from  both  exposed  and  unexposed  areas. 
Mitochondria  in  cone  inner  segments  appeared  to  have  been  more 
fixation  sensitive  than  those  in  neighboring  rod  inner  segments. 
Figures  9-1 S  show  representative  electron  photomicrographs  of  exposed 
and  normal  retinal  tissue. 

PISCUSSTOM 

The  results  of  light  and  electron  microscope  histology  perforncd 
at  LAIR,  disclosed  that  no  significant  differences  between  the 
exposed  and  control  areas  of  retina  after  exposure  to  the  MTLEE 
transmitter.  At  the  exposure  levels  obtained  from  this  device,  no 
111  trastructural  alterations  were  produced  in  the  retina. 

Tn  pursuit  of  comfirmation  of  retinal  clouding,  '’xperimente 
were  performed  at  U55AFSAM  by  Zuclich  et  al  (13)  and  at  the  Virginia 
Pommoriwealth  University  (VCU)  by  Ham  et  al  (ll)  which  approximate  the 
conditions  producing  retinal  clouding  at  LAIR.  'T’he  parameters  of 
each  exposure  conf  igura  tion  used  are  given  in  Tables  "’he 

following  definitions  apply. 

PRF  =  pulse  repetition  frequency 
t  =  duration  of  each  pulse  in  the  pulse  train 
Q  =  energy  of  each  pulse  in  the  train 
P  =  peak  power  of  a  pulse 
Pg  =  average  power  of  the  pulse  train 
0  =  divergence  angle  of  the  laser  beam 

P  =  dimension  of  the  retinal  irradiance  area 
T  =  total  duration  of  the  exposure 
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TABI.K  7 


1 

5 

i 


MILES  ED  M-16  Transmitters 


Agency: 

Device: 

LAIR 

SN49 

LAIR 

SN26 

USA ISAM 

SNIl 

Characteristics : 
Wavelength 

900  nm 

894  nm 

900  nm 

PRI- 

1632  llz 

1632  Hz 

1632  Hz 

t 

60  ns 

60  ns 

150  ns 

Q 

0.083  pj 

0.070  iUj 

0.078fiJ 

•'p 

1.38  W 

1.17  W 

0.52  W 

Pa 

0.135  mW 

0.114  mW 

0.125  mW 

O 

0.2x2  mr 

0.2x1. 8  mr 

0.3x2. 2  mr 

D 

2.7x27  ft 

2.7x24  p 

4x30/1 

T 

2-30  s 

30-600  s 

1-750  s 

TABLE  8 

Pulsed  GaAs 

,\gency: 

LAIR 

veu 

Device: 

IW  MILES  prototype 

RCA  SG-2007 

Characteristics: 

Wavelength 

899  nm 

904  nm 

PRI- 

1600  llz 

1700  Hz 

t 

1 12  ns 

100  ns 

a 

0.021  MJ 

1.08/lJ 

0.18  W 

10.8  W 

Pa 

0.034  mW 

1.84  mW 

O 

2x2. 2mr 

6x40  mr 

D 

27x29/1 

81x545  /i 

T 

l-90s 

10-1000  s 

TABLE  9 

GaAIAs  Lasers 

Agency: 

LAIR  VeU 

veu 

Device: 

LDL  LCW-10  RCA  C301 27 

RCA  C30127 

Characteristics : 

Wavelength 

883  nm  820  nm 

820  nm 

PRF 

1600  Hz 

t 

continuous  continuous 

100  ns 

Q 

4/jJ 

‘’p 

40  W 

Pa 

10  mW  7.1  mW 

6.4  mW 

O 

0.65x4.8  mr  8.7x58  mr 

8.7x58  mr 

D 

8.8x65  /1  117x780/1 

117x780/1 

T 

30  s  8  ms- 1 000  s 

8  ms- 1000  s 

EDso 

7.7  mW 
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ZucHch  et  al  (IT)  irradiatf^d  the  eyes  of  1?  r-hesii;-  m or:kr-;,':'  'ind 
cynomol^us  monkeys  for  a  total  of  several  hundred  exposures  in  tlif 
macular  and  extramacular  retina.  They  examined  the  retinas  at  1,  .'4, 
4fd,  72,  and  120  h  after  exposure.  No  visible  evidence  of  retina’ 
alteration  was  seen  at  any  examination.  One  animal  was  sacrificed  t'? 
study  the  exposure  sites  by  light  microscopy.  No  morphology  wap 
seen.  The  NTAFSAM  experiment  (1T)  differed  from  the  LAIR  experiment 
in  one  respect.  At  LAIR,  the  retina  was  continuously  observed  durir.-^ 
the  exposures.  At  USAFSAM  the  retina  was  not  observed  during  the 
exposures . 

Ham  et  al  (11)  irradiated  a  total  of  14  rhesus  monkeys  to  the 
laser  devices  tabulated  above.  Half  the  eyes  in  each  experiment  were 
exposed  with  the  fundus  camera  illumination  light  on  and  half  with 
the  light  off.  They  examined  the  retinas  at  1,  24,  and  48  h  after 
exposure.  No  retinal  alterations  were  seen  at  any  examination.  No 
histopathology  was  attempted.  The  significant  factor  in  the  VC” 
experiment  was  the  use  of  a  large  retinal  irradiance  area  which 
reduced  the  retinal  irradiance.  Even  though  their  pulsed  GaAs  laser 
produced  higher  average  power,  because  of  the  retinal  irradiance  area 
difference,  the  retinal  irradiance  produced  was  less  than  obtained 
with  the  1  W  MILES  prototype.  It  should  be  noted  that,  had  they 
collimated  the  pulsed  GaAlAs  laser  beam  for  minimal  retinal  spot 
size,  they  would  undoubtedly  have  produced  frank  retinal  lesions  for 
the  longer  exposure  times  with  the  pulse  energy  available. 


TV  -  REDUCED  OCULAR  HAZARD  LASER? 


INTRODUCTION 


The  Array  has  a  strong  interest  in  the  development  of  lasers 
presenting  a  reduced  ocular  hazard  for  training  purposes.  In  the 
visible  and  near  infrared  region  of  the  spectrum,  collimated  laser 
radiation  is  transmitted  by  the  ocular  media  and  focused  to  a  small 
area  on  the  retina.  Consequently,  the  retinal  irradiance  is  several 
orders  of  magnitude  greater  than  that  incident  on  the  cornea,  and  the 
total  intraocular  energy  required  to  produce  a  retinal  lesion  is 
small.  In  the  spectral  region  near  and  beyond  1400  nra,  the  outer 
ocular  structures  begin  to  absorb  incident  radiation.  As  the  laser 
beam  passes  from  the  cornea  to  the  retina,  energy  is  lost  because  the 
tissues  of  the  eye  absorb  the  laser  radiation,  reducing  the  total 
energy  reaching  the  retina.  The  irradiance  at  the  retina  is  less 
than  that  at  the  cornea  despite  the  fact  that  the  irradiance  diameter 
is  smaller  at  the  retina.  For  equal  incident  energy,  the  corneal 
irradiance  is  much  less  than  the  visible  wavelength  retinal 
irradiance.  Lasers  that  operate  in  the  spectral  region  of  high  pre- 
retinal  ocular  absorption  present  a  reduced  ocular  hazard.  The 
for  ocular  damage  was  determined  for  three  lasers  which  emit  in  the 
infrared  region  of  high  ocular  absorbance.  These  were  a  Ho:Yl,E  laser 
emitting  at  2060  nm,  a  ErtGlass  laser  emitting  at  1640  nm,  and  a 
Nd:YAG  laser  emitting  simultaneously  at  1515  nm  and  1556!  nm. 

PROCEDURE 


Corneal  damage  thresholds  were  determined  for  the  following 
laser  wavelengths  and  exposure  durations: 


Laser 

Nd:YAG 

Rr:Glass 

HoiYLF 

Ho:YLF 


Wavelength 
1518&1558  nm 
1540  nm 
2060  nm 
2060  nm 


Exposure  duration 
250  ^ls 

050  |13 
100  fis 
42  ns 


These  experiments  are  detailed  in  reference  I4.  A  system  for 
determination  of  corneal  damage  thresholds  was  assembled  which 
provided  for  dosimetry  and  beam  attenuation  and  focusing  to  produce 
the  required  corneal  irradiance  (Figure  19).  The  beam  profile  at  the 
corneal  plane  was  measured  to  allow  computation  of  the  peak  corneal 
irradiance.  The  damage  criterion  was  the  presence  of  corneal 
alteration  visible  via  slit  lamp  biomicroscope  1  h  after  exposure. 


The  retinal  damage  threshold  for  the  Nd:YAG  laser  emitting  at 
151P  and  1  55R  nm  was  determined.  TVie  ocular  absorption  for  these 
wavelengths  provides  significant  attenuation  of  radiation  reaching 
the  retina.  For  small  corneal  beam  diameters,  the  corneal  damage 


threi-^hold  is  reached  at  total  intraocular  cnerry  wi-11  b  e  1  r. 
required  to  produce  retinal  alteration.  Py  expanding  th''  diarnf^-"- 
the  beam  at  the  crrnea,  sufficient  total  i  ntrao;'.;!  ar  erierry  '■ar  be 
introduced  to  damape  the  retina  without  exceeding  the  cce'cea]  danapr 
threr.hold.  The  laser  used  in  this  experiment  win  a  pulsed  ‘IdtYAf 
laser  having  resonator  mirrors  desigr.eii  to  suppress  1  op.'  nm 
oscillation  and  allow  emission  in  the  nn  complex.  "’he  la.-er 

emitted  simultaneously  at  1?1R  nm  and  1  nm  with  d-OT  of  tt:^  outru* 
energy  at  ItlR  nm  and  of  the  output  energy  at  1  ty.R  nm.  To 

emission  was  observed  at  I'^SR  nm.  "^he  pulse  duration  was.  |jr, 

which  was  required  to  generate  sufficient  output  enei-gy.  "’h” 
exposure  configuration  of  Figure  1  as  described  in  P^fTTOP  'I'  was 
used.  k  Laser  Precision  .ioulemeter  was  used  for  dosimetry.  "’he 
beam  divergence  was  ."’.'t  nr,  and  the  beam  diameter  -at  the  cornea  was 
b.P  mm. 

Phesus  monkeys  were  tranquil  ized  and  anesth*’ *.  i  r.ed .  "’^'e  ocular 

pupils  were  dilated  to  allow  h i o m i c ro s c o p i c  and  fundisonpic 
evaluation.  The  outer  ocular  structures  (cornea,  aqueous,  ’‘-j.s,  and 
vitreous)  were  examined  before  and  after  exposure  via  s lamp 
biomicroscope.  Petinal  exposures  were  evaluated  via  lirec*- 
ophthalmoscope.  Body  temperature  of  the  subject  was  :nain*ainol  with 
•a  thermal  blanket.  The  eyelid  was  held  open  by  -a  lid  speculum,  and 
the  cornea  periodically  irrigated  with  physiologi  c.al  r.-alLno  '■  n 
maintain  clarity.  Two  to  12  exposures  were  placed  in  each  eye.  "'he 
criterion  for  damage  was  the  presence  of  a  visible  al'-eration  1  '' 
■after  exposure.  The  FPcq  associated  confidence  'nt,)rv.al  vier- 

d(’t('rmined  by  probit  analysis. 

iiFpin/rr. 


a  b  1  e 


'he  FPt, 
10. 


for  production  of  corneal  lesions  are  i  ;u'seii 


Corneal  Damage  Thresholds 


Laser 

Wavelength 

(nm) 

Exposure 

duration 

Irraiiiancc 

diameter 

(wm) 

I-Oj,, 

(J 

Nd:YAG 

I318&1338 

250  gs 

0.4 

45 

EnGlass 

1540 

930 

1,0 

9.6 

Ho:YLF 

2060 

100  us 

1.8 

2.9 

llo:YI,F 

2060 

42  ns 

0.32 

5.2 

The  for  the  production  of  retinal  lesions  with  the  ”d:YA', 

laser  .at  131R  -and  1  nm  was  mJ  total  intraocular  energy. 
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The  ocular  response  to  the  Ho:YLF  and  Fr:Gla;;s  lasers  was 
confined  to  the  cornea.  The  diameter  and  depth  of  the  lesions  were 
both  dose  and  wavelength  dependent.  As  the  dose  increased,  the 
lesion  diameter  increased.  Erbium  lesions  in  cross  section  wf-re 
conical  in  shape  and  varied  in  depth  from  1 /F  to  full  corne-il 
thickness.  Holmiur.  lesions  involved  only  the  upper  1 /P  to  1 /d  of  th>' 
'■ornenl  thickness.  For  both  the  erbium  and  holmiun  laser  exposures, 
the  transition  from  no  observed  lesion  to  a  hi^h  pi  robah  i  1  i  ty  o'" 
observing  a  lesion  required  little  change  of  dose,  Fxposure  to  the 
l'^18  and  1  nm  neodymium  laser  where  the  beam  was  focused  to  a 
corneal  irradiance  diameter  of  0.4  mm  were  full  corneal  thicknes;^. 
The  "track"  or  scar  through  the  cornea  was  slightly  tanered.  When 
the  corneal  irradiance  diameter  was  expanded  to  F.b  mm  for  the 
retinal  studies,  no  alteration  of  cornea  or  lens  wan  observed. 

nscussioN 

The  retinal  ET^q  for  exposure  to  the  1318  and  1338  nm  lld-.YAG 
laser  lines  is  over  3000  times  that  for  exposure  to  the  1064  nm 
Nd:YAG  laser  line.  The  transmission  of  the  pre-retinal  ocular  media 
in  rhesus  monkey  is  65"?  at  1064  nm  and  2.1«  for  combined  I'^IR  and 
1338  nm  at  the  ratio  used  in  this  experiment.  Absorption  in  the 
retina  and  choroid  is  approximately  2  times  greater  at  1064  nm  than 
at  1318  nm.  Thus  one  would  expect  on  the  basis  of  ocular  absorption, 
that  the  ratios  of  ED^^s  would  be  approximately  60.  Possible 
explanations  for  the  discrepancy  between  theory  and  data  inc;lude 
scattering  in  the  ocular  media  and  differences  in  retinal  spot  size 
due  to  laser  beam  divergence  and  chromatic  aberration  of  the  eye. 

The  corneal  irradiance  for  production  of  a  corneal  lesion  for 
combined  1318  and  1338  nm  irradiation  is  45  J/cm*'.  The  corneal 
irradiance  for  production  of  a  retinal  lesion,  obtained  by  assuming 
the  total  intraocular  energy  required  to  produce  a  retinal 
lesion  is  uniformly  distributed  over  a  7  mm  aperture  at  the  cornea, 
is  0.93  J/cm  .  The  primary  site  for  ocular  damage  at  1318  and 
1338  nm  is  therefore  the  retina.  The  safety  margin  afforded  by  this 
laser  is  nonetheless,  3  orders  of  magnitude  greater  than  that 
afforded  by  the  1064  nm  laser  line. 

The  corneal  response  resulting  from  exposure  to  laser 
irradiation  is  considered  to  be  a  result  of  temperature  elevation  of 
the  tissue.  Sufficient  energy  is  absorbed  in  a  finite  volume  to 
result  in  a  localized  temperature  rise  that  produces  coagulation  or 
opacification  of  the  tissue.  When  EPcjq  data  for  various  laser  lines 
are  compared,  the  wavelength  dependence  of  the  corneal  damage 
threshold  is  apparent.  Inherent  to  this  dependence  is  the  wavelength 
dependence  of  the  relative  absorption  of  the  cornea.  "’•iMi'  1  1 
presents  selected  data  for  pulsed  exposure  to  sevt'r.al 

infrarf'd  laser  lines.  These  data  are  plotted  in  Figure  '^ho 

curve  repres.ents,  the  penetration  depth  for  ab.  so  r  t  i  on  of 


iiu.-i'lon*  rn  li  i  a  t  i  o  ri  in  phyoiol  o;-i  cal  saline-  ‘'hy  rj  i  o  1  o,’ i  r- 
matches  well  the  transmicsicn  of  the  oculai'  medi  i  fur  w-ivel-  nrtiiL- 
lonp.er  than  1000  n’  . 

TAHl.H  1 1 


Cornea)  Iijnia|;c  ■n)rfsbt>lils 


l^ser 

Wavelength 
(rtfn  > 

Itxposurc 

Juration 

IrraJunec 

Jianicter 

Irutft) 

Nd.YAC; 

1318-1338 

250  pi 

0.40 

45 

Kr:Glass 

1540 

50  nS 

1 

2U' 

930  ps 

1 

9.6 

llo.YLl- 

2060 

42  ps 

0.32 

5.2 

too  ps 

1.8 

2.9 

III-* 

2600-2900 

45  iis 

0.82 

0.1  56d 

OI>> 

3600-3900 

100  ns 

0.96 

0.377d 

r02 

10600 

100  ns 

2 

0.3  5  Oi^' 

‘^multiline  h\  ilroj;en  fluoride 
limultiline  deuterium  fluoride 
'•'Lund  et  al,  reference  15 
‘^Dunsky  and  Eigliert,  reference  16 
cStuck,  unpublished  data.  1980 

Let  be  the  depth  at  which  ^5^  of  the  incident  radiation  is 
absorbed.  The  is  obtained  from  the  equation  T/Iq  =e“^^  by  lettinf* 
T/To  equal  O-O'i  and  solving  for  x.  is  the  inci  lent  intensity,  I 
is  the  transmitted  radiation,  and  a  is  the  absorption  corfficie;it  of 
saline.  The  volume  in  which  the  radiation  is  absorbed  is  equal  to 
Ax.j  where  A  is  the  cross  section  area  of  the  incident  beam.  If  Q  is 
the  absorbed  energy,  then  the  absorbed  energy/unit  volume  is  O/Ax^. 
Assuming  the  absorbed  energy  per  unit  volume  required  to  produce 
corneal  damage  is  independent  of  wavelength,  we  can  set  Q/Ax^  =  k,  a 
constant,  at  threshold.  Therefore  the  irradiance  Q/A  equals  kx.|. 
There  is  a  direct  correlation  between  the  damage  threshold  and  the 
penetration  depth  for  absorption  of  a  given  fraction  of  '■he  incident 
radiation.  Figure  ?0  clearly  shows  this  relationship.  The  rich'  anc 
left  scales  on  this  figure  are  arbitarily  positioned  with  resnect  t-o 
each  other.  A  better  fit  to  the  bioeffects  data  could  be  obtained  by 
adjustment  of  the  absorption  depth  scale. 

The  close  correlation  between  the  bioeffects  data  and  tlio  curv*' 
derived  from  the  absorption  of  physiological  saline  arparently 
provides  a  means  of  assessing  the  hazard  of  any  proposed  la.ser 
emitting  at  a  wavelength  greater  than  1400  nm.  However,  c.are.must  be 
exercised  in  such  predictions.  Lower  absorption,  which  prepen*‘s  the 
highest  corneal  can  allow  sufficient  energy  to  reach  the  re'ina 

to  produce  damage.  This  i.s  demonstrated  by  the  1  ""in  nn  hd:YAfl  laser 
which  produces  retinal  damage  at  lower  corneal  irradiance  than  is 
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required  to  produce  corneal  alteration.  In  theory  it  is  possible  to 
predict  the  ocular  absorption  at  which  the  transition  from  corneal  to 
retinal  alteration  occurs.  In  practice,  it  is  difficult  to  make  an 
accurate  prediction  because  of  the  uncertainties  of  ocular 
transmission  measurements.  One  other  consideration  must  be  made  in 
choosing  a  laser.  Those  wavelengths  presenting  higher  corneal  damage 
thresholds  generally  alter  deeper  layers  of  the  cornea,  resulting  in 
a  permanent  scar.  Those  wavelengths  having  lower  damage  thresholds 
generally  produce  only  superficial  damage  which  heals  with  no 
residual  alteration  of  the  cornea. 


CONCLUSIONS 


This  research  has  extende;d  the  data  base  nereraary  to  formulate 
laser  safety  standards.  The  data  reported  herein  sugf^est  that  there 
is  reason  to  reevaluate  those  provisions  of  TBMED  279  which  determine 
the  MPE  for  exposure  to  repetitive  pulse  lasers  enitting  pulses 
shorter  than  10  ps  and  the  MPE  for  lasers  emitting  at  wavelengths 
longer  than  1400  nm.  The  data  also  indicate  a  discrepancy  between 
the  MPE  and  the  biceffeotr.  data  between  7^0  nm  and  1100  nm.  While 
the  bioeffects  data  vc'rify  thc'it  the  MTLF7  laser  output  is  we}]  belcw 
the  for  production  of  a  retinal  lesion,  our  failurf  to  resolve 

the  question  of  retinal  clouding  leaves  some  doubt  about  the  safe  use 
of  this  device. 

RECOKMENPATIONS 

We  recommend  that  the  provisions  of  TBMEL  ?70  be  reevnlija  ted- 
This  reevaluation  should  consider  our  findings  that  the  hioef^fec^s 
data  are  more  accurately  reflected  by  the  MPE  when  0^  =  n”  for 
repetitive  pulse  exposure  and  when  the  MPE  for  laser  wavelengths 
longer  than  1400  nm  are  correlated  to  the  absorbtion  srf'Ctrum  of 
physiologic  saline. 
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LEGEND  OF  FIGURES 


FIGURE  1.  Laser  exposure  system  for  study  of  retinal  effects. 

FIGURE  2.  Dependence  of  the  ED^^CTTE/pulse)  on  the  number  of  pulses 
in  the  exposure  for  10  Hz  and  1000  Hz  Nd:YAG  laser  irradiation  of 
rhesus  monkey  retina. 

FIGURE  '3.  Dependence  of  the  ED^Q(TIR/pul3e)  on  the  number  of  pulses 
in  the  exposure  for  10  Hz  frequency  doubled  Nd:YAG  laser  irradiation 
of  rhesus  monkey  retina. 

FIGURE  4.  Dependence  of  the  EDcQ(TIE/pulse)  on  the  number  of  pulses 
in  the  exposure  for  10  Hz  Er:YLF  and  120  kHz  GaAs  laser  irradiation 
of  rhesus  monkey  retina. 

FIGURE  5.  Dependence  of  the  ED^Q(TIE/pulse)  on  the  number  of  pulses 
in  the  exposure  for  large  retinal  irradiance  diameter  irradiation  of 
rhesus  monkey  retina. 

FIGURE  6.  Dependence  of  the  ED(-q  on  wavelength  for  exposure  of 
rhesus  monkey  retina  to  short  pul^se  laser  irradiation  and  to  100  s 
filtered  xenon  lamp  irradiation. 

FIGURE  7.  ^^50  retinal  exposure  of  rhesus  monkey  retina  to 

6943  nm,  850  nm,  and  1064  nm  laser  irradiation  compared  to  the  MPE 
derived  from  TBMED  279. 

FIGURE  8.  The  TIE  delivered  by  the  MILES  M-1 6  transmitter  compared  to 
current  bioeffects  data  and  compared  to  the  MPE  computed  both  by  the 
methods  of  TBMED  279  and  by  setting 
Cp  =  N-l7^. 

FIGURE  9.  Fifty  exposure  site  in  extramacular  area  showing  pigment 
epithelium  and  photoreceptor  outer  segments.  Some  vacuoles  are 
evident  in  pigment  epithelium  cells  but  most  cytoplasmic  organelles 
remain  normal  in  appearance.  Photoreceptor  outer  segments  (OS) 
appear  to  be  normal. 

FIGURE  10.  Same  exposure  site  as  FIGURE  9.  showing  cone  and  rod  inner 
segments.  Mitochondria  of  the  cone  inner  segments  (CIS)  are  much 
more  swollen  than  those  in  rod  inner  segments  (RIS).  These  changes 
are  apparently  fixation  related. 

FIGURE  11.  One  hundred  exposure  site  in  lower  macular  area,  showing 
pigment  epithelium.  Some  vacuoles  appear  in  the  pigment  epithelium 
cells  but  the  rest  of  the  cell  contents  are  normal.  Melanin  granules 
appear  to  be  normal. 
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PiG'!Rr;  IG.  G'tme  expor.ure  site  as  FTGIIRR  11,  showiii/'  t  ho  to  ■  fi  t  n  r 
outer  segments  (ori).  Oil  appear  to  be  normal  In  arrange'mf-nt. 

FIGURR  1  ■5.  Same  exposure  site  as  FIGURF  12,  showing  cone  nr.i  rcl 
inner  segments.  Gone  inner  segment  (CTS)  mitochondria  appear  to  he 
much  more  swollen  than  neighboring  rod  inner  segmen* 
mitochondria.  This  change  is  fixation  related. 

FIGURE  14.  Fifty  exposure  site  in  upper  macular  area,  showing  rign-cit 
epithelium  (PE)  and  photoreceptor  outer  segments  (gg)*  ^irment 
epithelium  melanin  granules,  and  other  cell  contents  appear  normal 
except  for  vacuoles  which  are  the  result  of  osmotic  effects.  inter¬ 
segments  appear  normal  in  lamellae  arrangement. 

FIGURE  1  h.  Same  exposure  site  as  FIGURE  14,  showing  rod  a.nd  eor:e 
outer  and  inner  segments.  Rod  (RIG)  and  cone  inner  segments.  ‘Cir' 
show  the  same  mitochondrial  differences  as  described  in  the  rrevious 
micrographs.  Outer  segments  show  twisting  and  folding  which  is  also 
seen  in  control  samples. 

FIGURE  16.  Control  area  from  lower  macular  area  of  unexposed  eye 
showing  pigment  epithelium  and  outer  segments.  Pigment  epithelium 
(PE)  cells  are  normal  in  appearance  except  for  the  previously 
described  vacuoles  and  photoreceptor  outer  segments  appear  quite 
normal  in  arrangement. 

FIGURE  17.  Control  area  from  the  nonexposed  eye  from  lower  macular 
area  showing  pigment  epithelium  (PE)  and  outer  segments  (OS).  PF 
cells  are  normal  in  appearance  except  for  the  previously  described 
vacuoles  and  photoreceptor  outer  segments  appear  quite  normal  in 
arrangement . 

FIGURE  18.  Same  control  area  as  FIGURE  I6,  showing  cone  inner  and 
outer  segments  with  mitochondrial  swelling  which  is  also  seen  in 
tissue  samples  from  the  exposed  eye.  Outer  segments  appear  to  liave  a 
normal  lamellar  arrangement  and  there  is  some  twisting  and  folding  of 
the  outer  segments. 

FIGURE  19.  Exposure  system  for  study  of  laser  induced  corneal 
effects . 

FIGURE  20.  Ocular  damage  thresholds  for  exposure  to  infrared  lasers. 
These  data  show  a  close  correspondence  to  the  curve  representing  the 
penetration  depth  for  95%  absorption  of  incident  radiation  in 
physiologic  saline. 
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Fijiure  2.  Dependence  of  the  KDjQ(TIE/puIsc)  on  the  number  of  pulses  in  the  exposure  for  10  H/ 
and  1000  Hr.  Nd:YAC>  laser  irradiation  of  rhesus  monkey  retina. 
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TOTAL  INTRAOCULAR  ENERGY  (  J/pulse  ) 


f  ; 

[  Figure  4.  Dependence  of  the  EDjQ(TIE/pulse)  on  the  number  of  pulses  in  the  exposure  for  1 0  I  Iz 

i  Er:YLF  and  120  kHz  GaAs  laser  irradiation  of  rhesus  monkey  retina. 
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Figure  5.  Dependence  of  the  EDjQ(TlE/pulse)  on  the  number  of  pulses  in  the  exposure  for  large 
retinal  irradiance  diameter  irradiation  of  rhesus  monkey  retina. 


Figure  6.  Dependence  of  the  ED-g  on  wavelength  for  exposure  of  rhesus  monkey  retina  to  short 
pulse  laser  irradiation  and  to  100  s  filtered  xenon  lamp  irradiation. 


0 


3 


WAVEIENGTH  •  nm 


Figure  7.  £1^50  foe  retinal  exposure  of  rhesus  monkey  retina  to  6943nm,  and  1064nm  laser 

irradiation  compared  to  the  MPE  derived  from  TBMED  279. 
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Figure  19.  Exposure  system  for  study  of  laser  induced  corneal  effects. 
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I'igure  20.  Ocular  damage  thresholds  for  exposure  to  infrared  lasers.  These  data  show  a  close 
correspondence  to  the  curve  representing  the  penetration  depth  for  95%  absorption  of  incident 
radiation  in  physiologic  saline. 
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